
The NovoConnect NC-X300 is a simple
to use wireless collaboration solution
for businesses of all sizes

With the NovoConnect NC-X300, up to 2 meeting 

participants are able to wirelessly show content 

from any device to larger display screen, while  up to  

8 participants can be connected. The cross-platform 

compatible NC-X300 facilitates wireless collaboration 

with a complete suite of functionalities, including the 

ability to display two participants simultaneously, 

instantly switch to the other team members, file 

sharing, real time annotation, interactive display  

and wireless mouse touchback. The NC-X300 set 

up is simple and guaranteed to work instantly and 

it comes with a pre-paired LauncherPlus for instant  

guest connections.

 Features

 Wireless content sharing from laptop,  

 tablet or smartphone to the central screen 

 Up to two screens side by side

 Cross-platform compatibility with Windows, 

 macOS, Android and iOS 

 Remotely controllable via Remote Manager

 Free firmware upgrade over the air

 Dual network support with secure WiFi hotspot 

 mode and integration into office network  

 via USB-Ethernet adapter

 NC-X300 comes with pre-paired LauncherPlus
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MODEL NC-X300

BY
O

D

BYOD  
- Supported OS

Windows 7 / 8 / 10 (32 bits and 64 bits), 
macOS 10.7 and above,  
Ubuntu 18.04 and above, 
iOS 11.0 and above, 
Android 5.0 and above

Screen Mirroring for iOS and Android

Miracast not supported

Split Screen Up to 2, side by side

Mirroring 
Resolution Up to 1080p, 30 fps

Output Resolution 1080p (1920 x 1080), 720p (1280 x 720)

FE
A

TU
RE

S

Collaboration
Windows 10 Extended Desktop function, Moderator function,  
AirNote for instant annotation from meeting participants,  
Novo Screennote for virtual whiteboard

Productivity QR Code connection support,  
PIN connection function

Security Dual network WiFi & LAN, AES-256 encryption, Kensington lock

CO
N
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WiFi 802.11ac, b/g/n, 2.4GHz & 5GHz 1T1R with 1 external antenna

Output HDMI-Out, Audio-Out (3.5mm jack)

Input
USB Type A; 
microSD Slot; 
DC Jack Power-In

SY
ST

EM CPU Quad-core ARM

Storage 8GB

G
EN
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Power Input to AC adapter: AC 100-240V, 50/60Hz. 
Output from AC adapter: 5V/2A. Consumption: 10W

Product 
Dimensions  
(L x W x H)

100 x 100 x 20 mm

Weight (Net) 184 g

What’s Included
Main Unit, LauncherPlus (USB Type A),  
Antenna, HDMI Cable, USB Cable, Power Adapter,  
USB to Ethernet Adapter, Wall Mount KIT, Document KIT 

Optional Accessory LauncherPlus (USB Type A), LauncherPlus (USB Type C),  
LauncherOne (USB Type A) 

Warranty 3 Years RTB
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LauncherPlus Functionality

NC-X300 Connectivity
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